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DURACHUTE™

Instructions for Assembly and Use
of DURACHUTE’s " Plastic Debris Chute

Congratulations on the purchase of the finest plastic debris chute on the market. Its
larger size, improved durability, and advanced design are quickly making DURACHUTE
plastic debris chute system contractors' first choice for the safe and economical removal
of construction debris.

DURACHUTE’s high impact-resistant, High Density Polyethylene Debris Chute is a
quick, simple, and safe debris removal system to install and use, provided that the
following recommended precautions and instructions are followed.

Our debris removal system meets and exceeds the most rigid standards and
regulations. By observing and following ALL of the instructions provided herein, you will
have a safe and well planned chute system that will increase job safety and minimize
costly clean up time.

All users of this system MUST be sure that all information and instructions for the
assembly of the debris chute are clearly understood and followed for a safe installation
and operation. If you have any questions related to the installation and operation of the
DURACHUTE plastic debris chute system, please call 800-882-4883 for assistance.

INCORRECT INSTALLATION OR MISUSE OF THIS DEBRIS CHUTE
SYSTEM COULD RESULT IN SERIOUS INJURY, DEATH, OR
SEVERE PROPERTY DAMAGE. ALL EQUIPMENT MUST BE USED
IN ACCORDANCE WITH SAFETY REQUIREMENTS AND
STANDARDS.

Please note that this manual has been written in very basic and simple terminology, so
that those installing the system require no advanced technical knowledge. However,
the simplicity of this manual should not, in any way, detract from the importance of
following all the enclosed safety guidelines and installation procedures. Therefore,
please read the entire manual prior to starting any installation.

The following is a guideline only for the installation of DURACHUTE’s plastic debris
chute systems. Neither DURACHUTE nor CHUTES International accepts responsibility
for the installation or handling of the chute unless it is installed or supervised by
DURACHUTE/CHUTES International’s personnel.

If at any time you have any questions regarding this information, please see your

4883). You can also visit our website at-www CHUTES.com.
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Additional copies of this manual or further information about our other products can be
obtained by calling, faxing or visiting us on the World Wide Web.

www.CHUTES.com

4400 Austin Lane
White Plains MD 20695

800-88-CHUTE (800-882-4883)

Fax: 888-4 CHUTES
(888-424-8837)
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Components For DURACHUTE

A wide range of accessories permits a safe and easy installation of the material debris
chute on all types of scaffolding, windows, parapets, flat roofs, etc.

DESCRIPTION PICTURE

Chute Section w/ Chains # 0300
- Total Length 4'

- Useable Length 3'1”

- Inside Diameter (top) 32"

- Tapers to 28" Bottom

- Shipping Weight of 37 Ibs.

Intake Hopper w/ Chains # 0301

- Total Length 4'

- 29"W x 28"H Intake Dimensions

- Hot Dipped Galvanized Steel Components
- Shipping Weight of 63 Ibs.
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